ADDENDUM No. 1

ECONOMIC DEVELOPMENT REHABILITATION OF HOMES

(BID #2014-2 TDA Rehab tiome- 002)

March 14, 2014

TDA-Rehab —006 (105 W. Maria Elena)

o

Location 17 Kitchen Trade 23 Electric - Install Exterior vented Range hood. Include wali cabinet.
Location 21 M. Bathroom Trade 22 Plumbing item 6601 Run plumbing fines.

Location- 25 Bathroom#2 Trade 23 Electric- Install bath vent fan.

Location- 25 Bathroom#2 Tradel17 Drywall and Plaster- Relocate attic open to haltway.
Location-24 Bedroom B Trade 10 Carpentry Iltem 2705 Stucco Patch

Location 31 Room Addition Trade 10 Carpentry ltem 2701 Stucco,tem 3095 Exterior Door, liem
5270 Drywall, ltem 5770 Paint Stucco

Location 32 HVAC, Item 6002 HVAC System

TDA-Rehab-007 (117 w. Ozunza)

Location 12 Kitchen/Dining, Trade 20 Floor Covering, item 5915 VCT Tile

Location 16 Master Bathroom, Trade 22 Plumbing, Item 6601 Plumbing {REMIOVE)
Location 17 Master Bedroom, Trade 20 Floor Covering, Item 5915 VCT Flooring
Location 19 Bedroom 3, Trade 10 Carpentry, item 4160, Closet Bedroom

Location 20, HVAC, ftem 6002 HVAC System

TDA-Rehab-008 {133 E. Ozuna)

o

Location 3 Exterior Wall 8, Trade 10 Carpentry, Item 4760 Soffit, Trade 8 Metai Work, ltemi1480
steel posts

TDA-Rehab-10 (127 Ranch Road)

Location 6 Kitchen/Dining/Living, Trade 10 Carpentry, item 4001 Trim
Location 7 Bedroom 1, Trade 10 Carpentry, Item 4001 Trim

Location 8 Bedroom 2, Trade 10 Carpentry , Item 4001 Trim

Location 9 Master Bedroom, Trade 10 Carpentry , Iltem 4001 Trim
Location 10 Bathroom 1, Trade 10 Carpentry, ltem 4001 Trim
Location 11 Bathroom 2, Trade 10 Carpentry , ltem 4001 Trim




Acknowledgement Signature

{must signed and include in the package)
Dr. Cecitia May Moreno

Purchasing Agent




SPECS BY LOCATION/TRADE 311412014

Pre-Bid Site Visit: Case Number: TDA-Rehab-002
Bidding Open Date; Project Manager: Arnoido Cervantes
Bidding Close Date: Phone: 956-728-1481

initial:

Quantity Units UnitPrice  Total Price

Spec# Spec
Trade: 1 General Requirements
10 OWNER ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned applicant(s) certifies that he/she has
participated in the development of this Work Write Up (WWU)
with the "Date inspected” date of & referred to as
Exhibit 1. After careful review the applicant understands &
accepts the work described & has initialed & dated each page of

this WWU.
X X
Applicant Date Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that hefshe has carefuily
reviewed & agrees to periorm the work described in this Work
Write Up (WWU) with the "Date Inspected” date of

& referred to as Exhibit 1. The contractor shall
initial & date each page of the WWU.
X

Contractor Date

31 CONSTRUCTION DEFINITIONS 1.00 GR
“Install" means to purchase, set up, test and warrant a new
component. " Replace" means to remove and dispose of
original material, purchase new material, deliver, install, test and
warrant. "Repair” means to return a building component o like
new condition through replacement, adjustment and recoating
of parts, "Reinstall® means to remove, clean, store and install a
component.

35 VERIFY QUANTITIES/MEASUREMENTS 1.00 GR
All Quantities stated In the attached specifications for this
address using Units of Measure other than Each (EA}), Room
(RM) or Dwelling Unit (DU) (e.g. SF of Drywall} are for the
contractor's convenience and must be verified by the contractor
at a mandatory site inspection prior to bid submission. All
quantities stated in the Units of Measure Each (EA), Room
(RM) or Dwelling Unit (DU) are as stated. Discrepancies in
Quantities found by the contractor must be communicated to
the Housing Rehabilitation Specialist prior to the submission of
a bid. Claims for additional funds due to discrepancies in
Quantities shall not be honored if submittad after the bid
submission.

45 CONTRACTOR PRE-BID SITE VISIT 1.00 DU
The contractor must inspect the property. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and is conversant with the requiremetits of the local
jurisdiction.




Spec

Quantity

Units

General Requirements

77

78

85

g0

95

120

Trade: 5

WORK TIMES

Contractors and their Subconfractors shall schedule working
hours between 8:00zm and 6:00pm Monday through Friday.
Requests to work on weskends and before or after these hours
raust be approved by the homeowner,

NEW MATERIALS REQUIRED

All materials used in connection with this wark write-up are to be
new, of first quality and without defects - unless siated
otherwise or pre-approved by Owner and Construction
Specfialist.

WORKMANSHIP STANDARDS

All work shall be performed by mechanics both licensed and
skilled in their particular frade as well as the tasks assigned to
them. Workers shall protect all surfaces as long as required to
egliminate damage.

CLOSE-IN INSPECTIONS REQUIRED

Call the agency for inspection of all work that will be concealed
from view before It is closed in. This type of inspection
frequently includes, but is not limited to footings, roof sheathing
& flashing prior fo Installation of new felt & shingles, and
repalred framing & decking prior to installation of underlayment
& floor coverings, prior to insulation and prior to drywall.

1 YEAR GENERAL WARRANTY

Contractor shall remedy any defect due to faulty material or
workmanship and pay for all damage to other work resulting
therefrom, which appear within one year from final payment,
Further, contractor shall furnish owner with all manufacturers'
and suppliers' written warranties covering items furnished under
this contract prior to release of the final payment.

PORTABLE TOILET
Provide temporary toilet facilities from job start untll approval of
permanent faciiities.

FINAL CLEAN

Remove from site all construction materials, tools and debris,
Sweep clean all exterior work areas. Vacuum all interior work
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications,

Demolition & Disposal

1.00

1.00

1.00

1.00

1.00

2.00

1.00

GR

GR

GR

GR

DU

MO

DU

800

Trade: 23

PUMPSTER--20 CUBIC YARDS

After pracuring all required permits, place a 20 cubic yard,
rofl-oif dumpster without damaging the site. Collect
construction debris using dust control methads.

Electric

1.00

7430

CERTIFY ELECTRIC DISTRIBUTION
Electrician shall inspect all exposed wiring, motors, fixtures and

1.00

bu

Total Price




Spec #

Quantity Units  Unit Price

Total Price

Trade; 23

Electric

Spec #

devices for malfunction, shorts and housing code compliance.
Nen-functioning and dangerous equipment and wiring shall be
replaced with Romex wire, ivory devices and fixtures, with $20
per fixture allowance. The service panel shall conform to the
NEC Existing Structures code. INCLUDE MISSING LIGHT
FIXTURES, RECEPTACLES, AND SWITCHES IN ROOM
ADDITIGN.

Spec

Location Tofal:

Quantity Units  Unit Price

===

Total Price

Trade: 15

Roofing

4580

4736

4755

4760

TEAR OFF AND REROOF SHINGLES

Remove and dispose of all roofing & defective sheathing. Cuta
1" wide vent at ridge board. Replace up to 5 sf of sheathing per
100 sf of roof using pine board or CDX plywood of matching
thickness. Staple 15 Ib felt. Install preformed white aluminum,
drip edge, and vent pipe boots. install a 220 ib fiberglass
asphalt, 3 tab shingle with a 25 yr warranty. Replace all fiashing.
Install shingie-over ridge vent.

ROOF FLASHING--REFPAIR

Inspect, clean and reinstall copper or aluminum flashing to
create a leak free seam. Seal all exposed nails with roofing
cement.

FASCIA1"X 6"
Install a 1"x &", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over Joints, and prime.

SOFFIT
install 3/8" BCX plywood soffit,

1500 SQ

51.00 LF

92.00 LF

82.00 LF

Location Total:

Spec

Quantity Units  Unit Price

Total Price

General Requirements

NO WORK REQUIRED
This area requires no work.

1.00 EA

Location Total:




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements

3 NO WORK REQUIRED 1.00 EA
This area requires no work.

Location Total:

Spec# Spec Quantity Units UnitPrice Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Locafion Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade; 1 General Requirements
3 NOC WORK REQUIRED 1.00 EA

This area requires no work.

Location Total;

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
2595 SIDING--T1-11 REPLACE 1.00 EA

Install rough sawn fir,5/8" thick, factory stained, T1-11 siding
sheets, including 1"x 3" trim at corners. Use lap flashing on
horizontal seams. Flash or Install silicone caulking along entire
top edge, and under windows and other openings.(Gable area)

Location Total:

Spec# Spec Quantity Units UnitPrice Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements

3 NO WORK REQUIRED 1.00 EA
This area requires na work,

Location Total:

Unit Price  Total Price

Quantity Units

Spec

General Requirements

3 NO WORK REQUIRED 1.00 EA
This area requires no work.

_Location Total:

Spec# Spec Quantity Units Unit Price  Total Price

Trade: 10 Carpeniry
2600 SIDING--T1-11 1.00 EA

Install rough sawn fir, 5/8" thick, factory stained, T1-11 siding
sheets, 1"x 3" trim at comers. Use lap flashing an horizontal
seams. Flash or install silicone caulking along entire top edge,
and under windows or other openings.(Gable Arsa)

2715 STUCCO ON MASONRY 72.00 SF

install 1" stucco over masonry wall in 3 coats with owner's
choice of colored fioat finish.

3185 DOOR--PREHUNG METAL ENTRANCE 1.00 EA
Dispese of door and frame. Install a prehung metal, insulated,
B-panel entrance door and jamb including interior and exterior
casing, spring metal weathersiripping, interlocking threshoid,
one entrance and one mortised deadbolt keyed alike. Prime
and top coat.

Trade: 15 Roofing

4755 FASCIA 1"X 8" 18.00 LF

Install a 1"x 6", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over Joints, and prime.

4760 SOFFIT 15.00 LF
Install 3/8" BCX plywood soffit.

Location Total:




Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 10 Carpentry
2715 STUCCO ON MASONRY 408,00 SF
Install 1" stucco over masonry wall in 3 coats with cwner's
cholce of colored fioat finish.
2930 WINDOW.-ALUNM SGL HNG/DBL GLZ 400 EA
Field measure, fabricate and install a white, single hung,
ane-over-one, double glazed, thermal break, enameled
aluminum replacement window including all necessary panning,
caulk, trim and screen.
Trade: 15 Roofing
4755 FASCIA 1"X 6" 81.00 LF
Install & 1"x 6", #2 pine fascia with bavel cut joints using
galvanized finish nails. Caulk over joints, and prime.
4760 SOFFIT 51.00 LF
Install 3/8" BCX plywood soffit,
Trade: 22 Plumbing
7080 WATER HEATER-~30 GAL. ELECTRIGC 1.00 EA

Dispose of water heater in legal dump. Install @ 30 gallon, high
recovery, double element, electric water heater with a 10 year
warranty. Include pressure and temperature relief valve,
discharge tube to within 6" of floor or fo ocutside of structure,
shut-off valve. "Build standard water shed with 5/8" T1-11
siding,#80 roll roof shingles door and hardware. Include
concrete foundation pad.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
2715 STUCCO ON MASONRY 108.00 SF
Install 17 sfucco over masonry wall in 3 coats with owner's
choice of colored float finish.
2930 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA
Field measure, fabricate and install a white, single hung,
ane-over-ong, double glazed, thermal break, enameled
aluminum replacement window including all necessary panning,
caulk, trim and screen.
Trade: 15 Roofing
4755 FASCIA 1"X 6" 1500 LF

install & 1"x 6", #2 pine fascia with bevel cut Joints using
alvanized finish nails. Caulk over joints, and prime.




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 15 Roofing

4760 SOFFIT 15.00 LF
Install 3/8" BCX plywood soffit.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work,

Location Total;

Spec# Spec Quantity Units  Unit Price  Tota! Price
Trade: 1 General Requirements
3 NC WORK REQUIRED 1.00 EA

This area requires no wark,

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 100 EA

This area requires no wark,

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 19 Paint & Wallpaper
5485 PREF & PAINT SURFACE--FLAT 1.00 EA

Remove or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and blistered areas. Clean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks, Prime all new materials and spot prime existing ceifing.
Top coat with premixed flat white paint and match existing
texiure.. Replace or uncover hardware, fixtures and

g e




Spec# Spec Quantity Unifs Unit Price  Total Price
Trade: 19 Paint & Wallpaper
accessories.
Trade; 23 Elzctric
7836 RANGE HOOD EXTERIOR VENTED-ENERGY STAR 1.00 EA

Install an exterior ducted enameled ENERGY STAR range hood
with integral minimum 2 speed fan control and light switched
separately capable of a minimum 150 CFM at a maximum of 7
sones such as the Boran QSE130 series. Attach hood to
cabinet with screws. Inciude galvanized metal vent with afl
seams sealed with duct mastic, and roof or wall cap/damper
assembly flashed appropriately for the exterior finish. Owner's
choice of color.

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT SURFACE--FLAT 30.00 SF

Remove or cover hardware and accessories not to be painted.
Scrape loose, pesiing, cracked and blistered areas. Clean ofl,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spat prime existing ceiling.
Top coat with white flat paint and match exjsting texture.
Replace or uncover hardware, fixtures and accessories.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 RM

This room requires no worl.

Location Total;

Spec# Spec Quantity Units Unit Price  Tota! Price
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT SURFACE--FLAT 30.00 8F

Remave or cover hardware and aceessories not to be paintad.
Scrape loose, peeling, cracked and blistered areas. Clean oll,




Total Price

Spec#  Spec Quantity Units  Unit Price
Trade; 19 Paint & Wallpaper
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing cefling.
Top coat with white flat paint and match existing texture,
Replace or uncover hardware, fixtures and accessories.
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Instail a UL approved, celling mounted, battery powered smoke
and fire detecior and battery.

Lecation Total:

Quantity Units  Unit Price

Total Price

Spec
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT SURFACE-FLAT 20.00 SF
Remove or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and biistered areas. Clean oll,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing celling.
Top coat with white fiat paint and match existing texture.
Replace or uncover hardware, fixtures and accessories.
Trade; 22 Plumbing
6601 “*PLUMBING** 1.00 EA
Run new cold water 1/2" PVC plumbing line from shower to
vanity.
6925 SHOWER DIVERTER--DUAL CONTROL 1.00 EA
Install a dual contral, metal shower diverter and a water saving
shower head with a 15 year drip-free warranty.
Trade: 23 Elecfric
7820 BATH VENT FAN 1.00 EA

install a ceiling or through-the-wall, exterior ducted, vent fan
with damper, and chrome faceplate capable of 50CFM at 60
sones. Include; power and switch wiring using #14 copper
Romex. Repair any tear out.

Location Total:

Spec #

Quantity Units  Unit Price

Total Price




Spec# Spec Quantity Units UnitPrice Total Price

Trade: 23 Electric

7805 SMOKE DETECTOR-BATTERY POWERED 1.00 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Quantity Units Unit Price  Total Price

Trade: 23 Electric

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, celfing mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
2705 STUCCO--PATCH 18.00 SF

Remove damaged stucco and wire, attach new wire to patch
area and apply scratch, brown and color coats. Feather patch
into the surrounding surface. Match existing color as closely as

possible.
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, ceiling mounted, batiery powered smoke
and fire detector and battery.

Location Total:

Spec Quantity Units UnitPrice  Total Price

Spec#
Trade: 17 Drywall & Plaster
5201 *DRYWVALL"™ 1.00 EA

Patch work on ceiling of bathroom. Relocate attic access to
hallway and enclose open in bathroom. Tape, float, paint, and
apply papcorn texture,

Trade: 23 Electric




Spec# Spec Quantity Units  Unit Price  Total Price

Trade: 23 Electric

7820 BATH VENT FAN 1.00 EA
Install a ceiling or through-the-wall, exterior ducted, vent fan
with damper, and chrome faceplate capable of 60CFM at 60
sones. Include; power and switch wiring using #14 copper
Romex. Repair any tear out.

Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 1 Generzal Requirements
3 NO WORK RECQIUIRED 1.00 RM

This room has requires no wark.

Location Total:

ocd

Spec# Spec

Quantity Units UnitPrice Total Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 RM

This rocm requires no work.

L.ocation Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 10 Carpentry
3360 DOOR-PREHUNG PASSAGE--SPLIT JAMB 1.00 EA

Install & 1-3/8" prehung, flush, lauan hollow core door and split
jamb including casing both sides, 2 butt hinges and a privacy
lockset.

Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 19 Paint & Wallpaper
5566 PREP & PAINT VACANT ROOM 663.00 SF

Prime and top coat trim, ceiling, walls, doors & windows with




Spec# Spec Quantity Units Unit Price  Total Price

Trade: 19 Paint & Wallpaper
owner's choice of premixed acrylic [atex. include any closets.

Trade: 23 Electric

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade; 19 Paint & Wallpaper
5560 PREP & PAINT BATHROOM 1.00 RM

Fill all holes and cracks. Prime with acrylic latex. Apply top coat
of owner's choice of premixed acrylic latex semi-gloss.

Trade: 20 Floor Coverings

5915 VINYL COMPOSITION TILE 100.00 SF
Resuriace existing floar and level. Install 12"x12"x1/8" vinyl
composition tile, per manufacturer's recommendations. include
metal edge strips at openings, and shoe molding or 4" vinyl
base around perimeter. Owner's choice of in-stock colar,

Trade: 22 Plumbing

7180 BATH--3/4 (COMMI/LAVISHOWER) 1.00 EA
Rough in, supply white fixtures and trim out a white, close
coupled commode, 24" vanity with cultured top, and a fiberglass
shower. Rough in with PVC waste and vent and copper supply.
tnstall metal single lever faucets on lavatory and shower with 15
year drip-free warranty, chromed 5- piece daccessory set, &
metal medicine cabinet.

Location Total:

Spec Quantity Units Unit Price  Total Price

Spec #
Trade: 10 Carpentry
2701 »sTucco™ 1.00 EA

Repalr door open compieting finish work to damaged CMU
blocks in bathroom entrance.

3095 EXTERIOR DOOR REPAIR--CUSTOM 1.00 EA
Homeowner will provide double doors. Contractor will provide




Spec #

Spac Quantity Units UnitPrice  Total Price

Trade: 10 Carpentry
frame, hinges, hardware and accessories and doors installation.
Trade: 17 Drywall & Plaster
5270 DRYWALL--{/2" 663.00 &F
Hang, tape and 3 coat finish /2" drywall. Apply a 3/8" bead of
low VOC drywall adhesive to each celling member and instali
using drywall screws min. 1 5/8 long, 8"on center. Sand ready
for paint.(Celling Only)
Trade: 19 Paint & Wallpaper
5755 PREP & PAINT CONCRETE FLOOR 663.00 SF
Sweep clean entire deck. Clean with non-phosphate detergent
and rinse thoroughly. Roll out one coat of owner's choice of
premixed chlorinated rubber paint per manufacturer's
recammendations,
5770 PAINT STUCCO 1,024.00 SF
Protect ground with drop cloth. Wire brush or pressure wash all
loose, peeling, cracked and blistered paint from surface. Spot
prime with latex primer. Paint one top coat with latex. Color
choice by owner.
Trade: 20 Floor Coverings
5915 VINYL. COMPOSITION TILE 663.00 SF

Install 12"x12"x1/8" vinyl composition tile, by Armstrang or
Azreck per manufacturer's recommendations. Include metal
edge strips at openings, and shoe molding or 4" vinyl base
around perimeter. Owner's choice of in-stock color.

Lacation Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade; 21 HVAC
6002 HVAC- 1.00 EA

Install new condenser, and compressor.(16 seer efficiency unit)
Equipment shall operate safely without leakage, noise, or
vibration. All penetration of building components shall be neat,
sleeved and fire stopped and shall not comprontise structural
integrity. Contractor shall submit a diagram showing eguipment
selection and proposed layout of distribution system within 10
days of bid award.

Location Total:




Unit Total for 105 W Maria Elena Road, Unit Unit 01:
Address Grand Total for 105 W Naria Elena Road:

Bidder:




SPECS BY LOCATION/TRADE 31472014

Pre-Bid Site Visit: Case Number: TDA-008-Rehab
Bidding Open Date: Project Manager: Arnoldo Cervantes
Bidding Close Date: Phone: 956-728-1481

Initial:

Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements
10 OWNER ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned applicant(s) certifies that he/she has
participated in the development of this Work Write Up (Ww)
with the "Date inspected" date of & referred fo as
Exhibit 1. After careful review the applicant understands &
accepts the work described & has initialed & dated each page of

this WWU,
X X
Applicant Date Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that he/she has carefully
reviewed & agrees to perform the work described in this Waork
Write Up (WWU) with the "Date Inspected" date of

& referred to as Exhibit 1. The contractor shall
initial & date each page of the WWU.
X

Contractor Date

H CONSTRUGTION DEFINITIONS 1.00 GR
"Install" means to purchase, set up, test and warrant a new
component. ” Replace" means to remove and dispose of
original material, purchase new material, deliver, install, test and
warrant. "Repair means to return a building component to like
new condition through replacement, adjustment and recoating
of parts. "Reinstall" means to remove, clean, store and instali a
componenit.

35 VERIFY QUANTITIES/IMEASUREMENTS 1.00 GR
All Quantities stated in the attached specifications for this
address using Units of Measure other than Each {EA), Room
{RM) or Dwelling Unit (DU) {e.g. SF of Drywall) are for the
contracior's convenience and must be verified by the contractor
at a mandatory site inspection prior to bid submission. Al
quantities stated in the Units of Measure Each (EA), Room
(RM) or Dwelling Unit (DU) are as stated. Discrepancies in
Quantities found by the contractor must be communicated to
the Housing Rehabilitation Specialist prior to the submission of
a bid. Claims for additiona! funds due to discrepancles in
Quantities shall not be honared if submitted after the bid
submission.

45 CONTRACTOR PRE-BID SITE VISIT 1.00 DU
The contractor must inspact the property. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and is conversant with the requirements of the local
jurisdiction




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements

55 WORK TIMES 1.00 GR
Contractors and their Subcontractors shall schedule warking
hours between 8:00am and 6:00pm Monday through Friday.
Requests to work on weekends and before or afier these hours
must be approved by the homeowner.

77 NEW MATERIALS REQUHRED 1.00 GR
Ali materials used in cannection with this work write-up are to be
new, of first quality and without defects - unless stated
otherwise or pre-approved by Owner and Construction
Specialist.

78 WORKNMANSHIP STANDARDS 1.00 GR
All work shall be performed by mechanics both licensed and
skilled in their particutar trade as well as the tasks assigned to
them. Warkers shall protect all surfaces as long as required to
eliminate damage.

85 CLOSE-IN INSPECTIONS REQUIRED 1.00 GR
Call the agency for inspection of all work that will be cancealed
from view before it is closed in. This type of inspection
frequently includes, but is not limited to footings, roof sheathing
& flashing prior to installation of new felt & shingles, and
repaired framing & decking prior to installation of underlayment
& floor coverings, prior to insulation and prior to drywall.

80 1 YEAR GENERAL WARRANTY 1.00 DU
Contractor shall remedy any defect due fo fauity material or
workmanship and pay for all damage to other work restlfing
therefrom, which appear within one year from final paymant.
Further, coniractor shall furnish owner with all manufacturers'
and suppliers' written warranties covering items furnished under
this contract prior to release of the final payment.

95 PORTABLE TOILET 2.00 MO
Provide temporary toilet facilities from job start until approval of
permanent facifities.

120 FINAL CLEAN 1.00 DU
Remove from site all construction materials, tools and debris.
Sweep clean all exterior work areas. Vacuum ali interior work
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

Trade: 5 Demolition & Disposal

800 DUMPSTER-20 CUBIC YARDS 1.00 EA
After procuring all required permits, place a 20 cubic yard,
roll-off dumpster without damaging the site. Collect
construction debrtis using dust controf methods.

Trade: 16 Conservation

4303 AIR-SEAL BUILDING ENVELOPE 1.00 DU
Seal all accessible cracks, gaps and hol

in the building




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 16 Conservation

envelope with low VOC caulk (if less than 1/4") or expanding
foam (if greater than 1/4"). Seal ail top plate and bottom plate
penetrations. If the foundation masonry wall is open core
concrete black, seal the tops of the block with expanding foam.
Seal all penetrations created by plumbing, gas lines, electrical
hoxes and ouflets. Seal accessible gaps between the struciure
and window and door units with low expansive foam. Take care
to seal all joints without excess sealant. Seal any gaps in the
building envelope adjacent to flues with carefully cut to fit sheet
metal collars that are securely fastened to framing sealing all
seams and gaps with fire rated caulk. Remove any recessed
ight fixtures in insulated ceilings and seal the resulting opening.
Seal any entries to attic space using weather stripping on attic
doars or hatches. Air sealing must be completed prior to the
installation of insulation.

Trade: 23 Electric

7430 CERTIFY ELECTRIC DISTRIBUTION 1.00 DU
Electrician shall inspect all exposed wiring, motors, fixtures and
devices for malfunction, shorts and housing code compliance.
Non-functioning and dangerous equipment and wiring shall be
repiaced with Romex wire, ivory devices and fixtures, with $20
per fixture allowance. The service panel shall conform to the
NEC Exisling Structures code.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 15 Roofing 7
4580 TEAR OFF AND REROOF SHINGLES 20.00 sQ

Remove and dispose of all roofing & defective sheathing, Cuta
1" wide vent at ridge board. Replace up to 5 sf of sheathing per
100 sf of roof using pine board or CDX plywood of matching
thickness. Staple 15 Ib felt. Install preformed white aluminum,
drip edge, and vent pipe roof jack boots. Install a 220 b
fiberglass asphalt, 3 tab shingle with a 25 yr warranty. Replace
all flashing. Install shingle-gver ridge vent.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 15 Roofing
4580 TEAR OFF AND REROOF SHINGLES 4.00 8Q

Remove and dispose of all roofing & defective sheathing. Cuta




Spec# Spec Quantity Units Unit Price  Total Price

Trade: 15 Roofing

1" wide vent at ridge board. Replace up to 5 sf of sheathing per
100 sf of roof using pine board or CDX plywood of matching
thickness. Staple 15 ib felt. Install preformed white aluminum,
drip edge, and vent pipe boots. Install & 220 b fiberglass
asphailt, 3 tab shingle with a 25 yr warranty. Replace all flashing.
Install shingle-over ridge vent.

Location Tofal:

Spec# Spec Quantity Unifs UnitPrice  Total Price
Trade: 15 Roofing
4755 FASCIA 1"X 6" 4,00 LF

Install a 1"x 6", #2 pine fascia with bevel cut joints using
galvanized finish nalls. Caulk over joints, and prime.

Location Total:

Total Price

Trade: 10 Carpentry

2600 SIDING--T1-11 128.00 S8F
Install rough sawn fir, 5/8" thick, factory stained, T1-11 siding
sheets, 1"x 3" frim at comers. Use lap flashing on horizontal
seams. Flash or install silicone caulking along entire top edge,
and under windows ar other openings. (At fop of door entrance
to prevent nesting between carport roof and house roof.)

2920 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA
Demolish plaster around window and remove window to code
legal dump. Field measure, fabricate and install a white, single
hung, one-over-one, double glazed, thermal break, enameled
aluminum replacement window including all necessary panning,
caulk, trim and screen. Replaster, repaint and match existing
wall color, 1{36"x24") 1{23"x23")

3188 DOOR--PREHUNG METAL ENTRANCE 200 EA
Dispose of door and frame. Install a prehung metal, peep hole,
insulated, 8-panel entrance door and jamb including interior and
exterior casing, spring metal weatherstripping, interlocking
threshold, one entrance and one mortised deadbolt keyed alike.
Prime and top coat.

Trade: 15 Roofing

4755 FASCIA 1"X 6" 57.00 LF
Remove existing and install a 1"x 6", #2 pine fascia with bevel




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 15 Roofing

cut joinis using galvanized finish nails, Caulk over joints, and
prime,

‘Location Total:

Spec# Spec Quantify Units UnitPrice Total Price
Trade: 10 Carpenfry
2595 SIDING~T1-11 REPLAGCE 68.00 ©&F

Remove existing OSB and install rough sawn fir, 5/8" thick,
factory stained, T1-11 siding sheets, including 1"x 3" trim at
corners. Use lap flashing on horizontal seams. Flash or install
silicone caulking along entire top edge, and under windows and
other openings.

Location Total:

Spec# Spec : Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA
This area has been inspected and reguires no work.
1

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 10 Carpentry
2585 SIDING--T1-11 REPLACE 192.00 SF

Remove existing OSB and install rough sawn fir, 5/8" thick,
factory stained, T1-11 siding sheets, including 1"x 3" trim at
corners, Use (ap flashing on hotizontal seams. Flash or install
silicone caulking along entire top edge, and under windows and
other openings.

L.ocation Total:

Spec# Spec Quantity Units Unit Price  Total Price




Unit Price

Total Price

Trade;

10

Carpentry

2600

2830

3185

Trade:

15

SIDING--T1-11 160.00
Install rough sawn fir, 5/8" thick, factory stained, T1-19 siding

sheets, 1"x 3" trim at comers. Use tap flashing on horizontal

seams. Flash or install silicane cauiking along entire top edge,

and under windows or other openings. At gable area on top of

rear entrance.

WINDOW-ALUM SGL HNG/DBL GLZ 1.00
Demolish existing plaster around window and remove window to

code legal dump. Field measure, fabricate and install a white,

single hung, one-over-one, double glazed, thermal break,

enameled aluminum replacement window including all

necessary panning, caulk, tim and screen, Replaster and

match existing wall color

DOOR--PREHUNG METAL ENTRANCE 1.00
Dispose of door and frame. install a prehung metal, insulated,

6-panel entrance door and jamb including Interior and exterior

casing, spring metal weatherstripping, interlocking threshold,

one entrance and one mortised deadhoit keyed alike, Prime

and fop coat,

Roefing

SF

4758

Spec #

FASCIA 1"X g™ 30.00
Install a 1"x 6", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over joints, and prime.

Spec

LF

Location Total:

Quantity Units  Unit Price

Total Price

Trade;

10

Carpentry

2705

2830

Trade:

15

STUCCO-PATCH 9.00
Remove window unit and remove damaged piaster/stucco and

wire, attach new wire to patch area and apply scratch, brown

and color coats. Feather patch into the surrounding surface,

Match existing color as closely as possible,

WINDOW--ALUM SGL HNG/DBL GLZ 4,00
Demolish plaster and remove window to code legal dump. Field

measure, fabricate and install a white, single hung,

one-over-one, double glazed, thermaj treak, enameled

aluminum repiacement window including alt necessary panning,

caulk, trim and screen, Replaster and maich existing wall

color.{34"x51")

Roofing

SF

4758

FASCIA 1"X 6" 57.00
#2 pine fascia with bevel cut joints using

LF




Spec# Spec Guantity Units  Unit Price  Total Price

Trade: 15 Roofing
galvanized finish nails. Cauik over joints, and prime.

Trade: 22 Plumbing

7135 HOSE BIBB 1.00 EA
Install a bronze, freeze free hose bibb on outside of structure
with inside shut-off valve and backfiow preventer. Seal exterior
penetration with silicone caulk.

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
2930 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA

Demolish stucco and ramove window to code legal dump. Field
measure, fabricate and install a white, single hung,
one-over-one, double glazed, thermal break, enameled
alurninum replacement window including all necessary panning,
caulk, trim and screen. 1(31"x51"} 1(34"x51") replaster and
match existing wall color.

Trade: 18 Roofing

4755 FASCIA 1"X 6" 30.00 LF
Install a 1"x 6", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over joints, and prime.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
3747 REPLAGE COUNTER TOP~-PLASTIC LAMINATE 1200 LF

Dispose of existing counter top. Field measure for sizing.
Screw to base cabinet a square edged plastic laminate counter
top. Provide end-caps and cutout for sink. Caulk countertop to
adjoining walls with low caulking to match wall color. Owner's
cheoice of in-stock color and texture,

Trade; 20 Floor Coverings

5915 VINYL COMPOSITION TILE 253.00 5F
Remove existing flooring covering, resurface and level with floor
stone type concrate. Instail 12"x12"x1/8" vinyl composition file,
ar vinyi sheet goods anufacturer's recommendations.




Spec Quantity Units UnitPrice  Tofal Price

Spec
Trade: 20 Floor Coverings
include metal edge strips at openings, and shoe molding or 4"
vinyl base around perimetar. Owner's choica of in-stock color.
Trade: 23 Electric
7595 RECEPTACLE--GFCI COUNTERTOP 15 AMP 200 EA
Instail a flush mounted, ground fault circuit interrupted, ivory,
duplex receptacle and ivory cover plate using #14 copper
nan-metallic cable, controlled by a 15 amp circuit breaker. Fish
wire and repair all tear out. If mounted over a countertop install
no more than 46 inches above floor height
Trade: 25 Appliances
8415 GAS STOVE--30" 1.00 EA

Dispose of old stove. Instzll a white, 30" wide, pilotless, gas
stove including gas oven and electrical connections.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 23 Electric
7805 SMOKE DETECTOR-BATTERY POWERED 1.00 EA

Install a UL approved, celling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 10 Carpentry
3345 DOOR--FLUSH INT, HOLLOW CORE 1.00 EA

Install flush, hollow core, masonite deor on existing Jamb.
Include privacy lockset and 2 butt hinges.

11

Trade: 18 Paint & Wallpaper

5560 PREP & PAINT BATHROOM 1.00 RM
Removelcover alt hardware and fdures not to be painted. Wet
scrape all loose, cracked, peeling, blistered surfaces. Clean
surfaces with non-phosphate detergent. Fill all holes and
cracks. Spot prime with acrylic iatex. Apply top coat of owner's
choice of premixed acrylic latex sermi-gloss, Include bathroom




Total Price

Spec Quantity Units  Unit Price
Trade: 19 Paint & Wallpaper
door.
Trade: 20 Floor Coverings
5915 VINYL COMPOSITION TILE 35.00 BF
Install 12"x12"x1/8" vinyl composition tile, per manufacturer's
recommendations. Inciude metal edge strips at openings, and
shoe molding or 4" vinyl base around perimeter. Owner's
choice of in-stock color. Remove existing 2x4 at entrance to
bathroom.
Trade: 22 Plumbingr
7012 COMMODE-REPLACE-1.28 GPF 1.00 EA
Install 2 maximum 1.28 GPF, white, vitreous china commode
Include a manufacturer's approved plastic or pressed waod
white seat, supply pipe, shut-off valve, and wax seal.
Trade: 23 Electric
7590 RECEPTACLE-GFCI BATH 1.00 EA

Install a flush mounted, ground fault cireuit interrupted ivary
duplex receptacle with ivory cover plate adjacent to lavatory
using copper non-metaliic cable. Fish wire and repair all tear
out.

Location Total:

Total Price

Quantity Units  Unit Price

Paint & Wallpaper

Trade: 22

PREP & PAINT BATHROOM 1.00 RM

Remove/cover all hardware and fixtures not to be painted. Wet
scrape all loose, cracked, peeling, blistered surfaces. Clean
surfaces with non-phosphate detergent. Fill all holes and
cracks. Spot prime with acrylic iatex. Apply top coat of owner's
choice of premixed acrylic latex semi-gloss.

Plumbing

7012

1.00 EA

COMNMODE--REPLACE-1.28 GPF

Install a maximum 1.28 GPF, white, vitreous china commode
include a manufacturer's approved plastic or pressed wood
white seat, supply pipe, shut-off valve, and wax seal.

Location Total;




Total Price

Spec# Spec Quantity Units  Unit Price
Trade: 10 Carpentry
3345 DOOR-FLUSH INT, HOLLOW CORE 1.00 EA
Install flush, hollow core, masonite door on existing jamb.
Include privacy lockset and 2 butt hinges.
Trade: 17 Drywall & Plaster
5270 DRYWALL--1/2" 641.00 SF
Remove existing and hang, tape and 3 coat finish 1/2" drywall.
Apply a 3/8" bead of low VOC drywali adhesive to each framing
member and instali using drywall screws min. 1 5/8 long, 8"on
center. Run boards with long dimension perpendicular to
framing members. Sand ready for paint.
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM
Removefcaver all hardware, fixtures not to be painted. Prime
and top coat trim, ceiling, walls, doors & windows with owner's
choice of color. Include any closets.
Trade: 20 Floor Coverings
5915 VINYL COMPOSITION TILE 165.00 SF
Install 12"x12"x1/8" vinyl composition tile, per manufacturer's
recommendations. Include meial edge strips at openings, and
shoe molding or 4" vinyl base around perimeter. Owner's
choice of in-stock calor.
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install 2 UL approved, ceiling mounted, battery powered smake
and fire detector and battery.

Location Tetal:

Spec¥  Spec Quantity Units UnitPrice  Total Price
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM
Removefcover all hardware, Clean all surfaces with
non-phosphate detergent. Prime and fop coat trim, celling,
walls, doors & windows with owner's choice of color. Include any
closets.
Trade: 23 Electric
SMOKE DETECTOR--BATTERY POWERED 1.008 EA

7805




Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 23 Electric

install a UL approved, ceiling mounted, baftery powered smoke
and fire detector and battery.

Location Total:

= ===}

Spec#  Spec Quantity Units Unit Price  Total Price

Trade: 10 Carpentry
3345 DOOR--FLUSH INT, HOLLOW CORE 100 EA

install flush, hollow core, masonite doar on existing jamb.
Include privacy lockset and 2 butt hinges.

4160 CLOSET-BEDROOM 1.00 EA
Apply 1/2" gypsum board. Hang,tape and 3 coat finish 1/2"
gypsum to both sides of the 2'x 3" framing. Hang a 3'x 6'8"
bifold door including overhead track and hardware. Install a 1"x
12" plywood shelf, 1-3/8" hanger rod and 1"x 4" interior base,
Match exterior base to room. Prep and prime ready fo paint.

Trade: 19 Paint & Wallpaper

5565 PREP & PAINT VACANT ROOM 1.00 RM
Remove/cover all hardware, fixtures not to be painted. Clean all
surfaces with non-phosphate detergent. Prime and top coat
trim, celling, walls, daors & windows with owner's chaice of
color. Include any closets. Include pateh wark behind entrance
door.

Trade: 23 Electric

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Instail a UL approved, celfling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 21 HVAC
6002 HVAC- 1.00 DU

Install new equipment condenser, compressor and duct work,
Must include electrical work and accessories. Equipment shall
operate safely without leakage, nolse, or vibration. All
penetration of building components shall be neat, sleeved and
fire stopped and shall not compromise structural integrity.
Contractor shall submit a diagram showing equipment selection
and proposed layout of distribution system within 10 days of bid




Spec# Spec Quantity Units Uni¢Price  Total Price

Trade: 21 HVAC
award.
Location Total:

Unit Total for 117 W Ozuna Road, Unit Unit 01:
Address Grand Total for 117 W Ozuna Road:

Bidder:




SPECS BY LOCATION/TRADE 311412014

Pre-Bid Site Visit: Case Number;
Bidding Open Date: Project Manager:
Bidding Glose Date: Phone;

Initiak:

Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements
10 QWNER ACCEPTS SCOPE OF WORK 1.00 buU

The undersigned applicani(s) certifies that hefshe has
participated in the development of this Work Write Up (WWU)
with the "Date inspected” date of & referred to as
Exhibit 1. After careful review the applicant understands &
accepts the work describad & has initialed & dated each page of

this WWU,
X X
Applicant Date Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that he/she has carefully
reviewed & agrees to perform the work described in this Work
Write Up (WWU) with the "Date Inspected” date of

& referred to as Exhibit 1. The contractor shall
Initial & date each page of the WWU.
X

Contractor Date

31 CONSTRUCTION DEFINITIONS 1.00 GR
“Install" means to purchase, set up, test and warrant a new
component. " Replace” means to remove and dispose of
original material, purchase new material, deliver, install, test and
warrant. "Repair" means to return a building component to iike
new condition through replacement, adjustment and recoating
of parts. "Reinstall" means te remove, clean, store and install &
component.

35 VERIFY QUANTITIES/MEASUREMENTS 1.00 GR
All Quantities stated in the attached specifications for this
address using Units of Measure other than Each (EA), Room
(RM) or Dwelling Unit (DU} (e.g. SF of Drywall} are for the
confractor's convenience and must be verified by the contractor
at a mandatory site inspection prior to bid submission. All
quantities stated in the Units of Measure Each (EA), Room
(RM) or Dwelling Unit (DU} are as stated. Discrepancies in
Quantities found by the contractor must be communicated to
the Housing Rehabilitation Specialist prior to the submission of
a bid. Claims for additional funds due to discrepancles in
Quantities shall not be honored if submitted after the bid
submisslon.

45 CONTRACTOR PRE-BID SITE VISIT 1.00 bU
The contractor must inspect the property. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and is conversant with the requirements of the local
jurisdiction.




Spec #

Spec

Quantity Units

Unit Price

Tofal Price

Trade:

1

Generat Requirernents

55

77

78

85

20

95

120

Trade;

5

WORK TIMES

Contractors and their Subcontractors shall schedule working
hours between 8:00am and 6:00pm Monday through Friday.
Requests to work on weekends and before or afier these hours
must be epproved by the homeowner.

NEW MATERIALS REQUIRED

All materials used in connection with this work write-up are to be
new, of first quality and without defects - unless stated
otherwise or pre-approved by Owner and Construction
Specialist.

WORKMANSHIP STANDARDS

All wark shall be performed by mechanics both licensed and
skilled in their parficuiar trade as well as the tasks assigned to
them. Workers shall protect afl surfaces as long as required to
eliminate damage.

CLOSE-IN INSPECTIONS REQUIRED

Call the agency for inspection of all work that will be cohcealed
from view before it is closed in. This type of inspection
frequently includes, but is not fimited to footings, roof sheathing
& flashing prior to instaliation of new felt & shinglas, and
repaired framing & decking prior to installation of underlayment
& floor coverings, priar to insulation and prfor to diywall,

1 YEAR GENERAL WARRANTY

Contractor shalf remedy any defect due to faully material or
workmanship and pay for all damage to other work resulting
therefrom, which appear within one year from final payment.
Further, contractor shall furnish owner with alf manufacturers'
and suppliers' written warranties covering iterns furnished under
this coniract prior to release of the final payment.

PORTABLE TOILET
Provide temporary tolet facilities from job start until appraval of
permanent facilities.

FINAL CLEAN

Remove from site all construction materials, tools and debris.
Sweep clean all exterior work areas. Vacuum all interior work
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

Bemolition & Disposat

1.00

1.00

1.00

1.00

1.00

2.00

1.00

GR

GR

GR

GR

DU

MO

DU

800

Trade:

16

DUMPSTER--20 CUBIC YARDS

After procuring all required permits, place a 20 cublc yard,
roll-off dumpster without damaging the site. Collect
construction debris using dust control methods.

Conservation

1.00

4303

AIR-SEAL BUILDING ENVELOPE

1.00

Seal all accessible cracks, gaps and holes In the building

DU




Spec #

Spec Quantity

Units Unit Price  Total Price

Trade:

16

Conservation

Trade:

23

envelope with low VOC caulk (if less than 1/4") or expanding
foam (if greater than 1/4"). Seal all top plate and bottom plate
peneirations. Seal ail penetrations created by plumbing, gas
lines, electrical boxes and outlets. Seal accessible gaps
between the structure and window and door units with low
expansive foam. Take care to seal all joints without excess
sealant. Seal any gaps in the building envelope adjacent to
flues with carefuily cut to fit sheet metal collars that are securely
fastened to framing sealing all seams and gaps with fire rated
caulk. Remove any recessed light fixtures in insulated ceilings
and geal the resulting opening. Seal any entries to attic space
using weather stripping on attic doors or hatches. Alr sealing
must be completed prior to the installation of insulation.

Electric

7430

7465

CERTIFY ELECTRIC DISTRIBUTION 1.00
Electrician shall install rough wiring, motors, fixturas and

devices for NEC code compliance. All wiring shall be Romex

wire, ivory devices and fixtures. The service panel shall

conform to the NEC Existing Structures code.

ELECTRIC SERVICE--100 AMP 1.00
Replace existing electrical service with a residential, 100 amp,

single phase, 3 wire electric service. Include & maln disconnect,

12 circult panel board, meter socket, weather head, setvice

cable, and ground rod and cable. Seal exterlor service

penefrations to maintain a waterproof building envelope.

DU

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
4030 1"X4" EXT. CORNER & WINDOW TRIM--WOOD 88.00 LF
Install 1"x 4" pine corner board with aluminum or galvanized
nalls.
Trade: 16 Conservation
4805 INSULATE WALL--R-13 KRAFT FACED BATT 22400 5SF

After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify SHC Construction
Coordinator when the installation is ready for inspection. The
inspection will include spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must he inspected




Units UnitPrice  Total Price

Spec#  Spec Quantity

Trade: 16 Conservation
before the wall finish is installed.

Location Total:

TR

Spec# Spec : Quantity Units UnitPrice  Total Price
Trade: 8 Metal Work
1480 COLUMN--4" STEEL 200 EA

Dig and pour a 12"x12"x30" concrete footing 8" below finish
surface. Instalia 2 1/2"

adjustable steel column bolted fo beam. Pour last 6° of
concrete after column is fully loaded, to lock column in place.

Trads: 10 Carpentry
4030 1"X4" EXT. CORNER AND WINDOW TRIM-WOQOD 64.00 LF
Install 1"x 4" pine corner board with aluminum or galvanized
nails.
Trade: 15 Roofing
4760 SOFFIT 4500 LF

Insfall 3/8" BCX plywoad soffit.

Trade: 16 Conservation

4808 INSULATE WALL--R-13 KRAFT FACED BATT 344,00 SF
After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roli insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
fianges to the faces of the studs. Notify SHC Const. Coord.
when the installation is ready for inspection. The inspection will
include spot checks for quality, pulling sorne of the facing away
from the studs. The contractor will reinstall areas accessed for
inspection. Insulation must be inspected before the wall finish is
installed.

Location Total:

Unit Price  Total Price

Spec# Spec Quantity Units
Trade: 10 Carpentry
2600 SIDING-T1-11 128.00 SF
Install matchi h sawn fir, 5/B" thick, factory stai T1-11




Spec Quantity

Units UnitPrice  Total Price

Spec#
Trade: 10 Carpentry
siding sheets. Use Iap flashing on horizontal seams. Flash or
install silicone caulking along entire top edge, and under
windows or other openings.
4030 1"X4” EXT. CORNER and WINDOW TRIM--WOOD 28.00 LF
Install 1"x 4" pine corer board with aluminum or galvanized
nails,
Trade: 16 Conservation
4905 INSULATE WALL—-R-13 KRAFT FACED BATT 22400 SF

T T s P e e

After alr sealing Install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around ail mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are compietely filled. Staple
flanges to the faces of the studs. Notify SHC Const Coord.
when the installation is ready for inspection. The inspection wilf
include spot checks for quality, pulting some of the facing away
from the studs. The contractor will reinstall areas accessed for
inspection. Insulation must be inspected before the wall finish is
instafied.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 10 Carpentry
4030 1"X4" EXT. CORNER TRIM-WOOD i6.00 LF
install 1"x 4" pine corner board with aluminum ar galvanized
nails,
Trade: 16 Gonservation
4905 INSULATE WALL--R-13 KRAFT FACED BATT 160.00 SF

After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
camponents so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify SHC Construction
Coordinator when the installation is ready for inspection, The
inspection will include spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be Inspected
before the wall finish is installed.

l.ocation Total:




Spec #

Spec Quantity

Units UnitPrice  Total Price

Trade: 10

GCarpentry

4030

Trade: 16

1"X4" EXT. CORNER TRIM-WOQOD 16.00
Instail 1"x 4" pine comer board with aluminum or gaivanized
nails.

Conservation

LF

4905

INSULATE WALL~R-13 KRAFT FACED BATT §6.00
After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specificatians, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify SHC Construstion
Coordinator when the installation is ready for inspection. The
inspection will include spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be inspected
before the wall finish is Instailed.

SF

Location Total:

Trade: 16

Spec Quantity Units UnitPrice  Total Price
Garpentry
1"X4" EXT. CORNER TRIM--WOOD 16.00 LF

Install 1'% 4" pine comer board with aluminum or galvanized
nails.

Conservation

4905

INSULATE WALL--R-13 KRAFT FACED BATT 96.00

After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fibergiass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
compenents so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify SHC Construction
Coordinator when the installation Is ready for inspection. The
inspection will inciude spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be inspected
before the wall finish is installed.

SF

Location Total:

Spec Quantity Units Unit Price  Tofal Price




Spec# Spec Quantity Units Unit Price  Total Price

Trade: 10 Carpentry
4030 1"X4" EXT. CORNER TRIM--WOOD 16.00 LF
Install 1%x 4" pine corner board with aluminum or galvanized
nails.
Trade: 16 Conservation
4905 INSULATE WALL--R-13 KRAFT FACED BATT 1.00 SF

After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges fo the faces of the studs. Notify SHC Construction
Coordinator when the instaliation is ready for inspection. The
inspection will inciude spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be inspecied
before the wall finish is installed,

Location Total:

v o T L T

Total Price

Spec# Spec Quantity Units  Unit Price
Trade: 10 Carpentry
4030 1°X4" EXT. CORNER TRIM--WGCOD 3200 LF
Install 1"x 4" pine corner board with aluminum or galvanized
nails.
Trade: 16 Conservation
4905 INSULATE WALL--R-13 KRAFT FACED BATT 80.00 SF

Afier alr sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
cornponents so that there are no gaps, the batts not
compressed, and the cavities are completely filed. Staple
flanges fo the faces of the studs. Notify SHC Construction
Coordinator when the installation is ready for inspection. The
inspection will include spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be inspected
hefore the wall finish is installed.

Trade: 23 Electric

7470 ELECTRIC SERVICE--150 AMP 1.00 EA
Master alectrician must insti electrical service with a residential,
150 amp, single phase, 3 wire electric service. Include a main
disconnect, 22 cirouilt panel board, meter socket, weather head,




Spec# Spec Quantity Units Total Price
Trade: 23 Electric
service cable, and ground rod and cable. Seal exterior service
penetration.
7507 ARC-FAULT CIRCUIT BREAKER 3.00 EA

Install an Arc-Fault circuit breaker in the distribution pane} to
protect ali bedroom outlets,

Qua

Location Total:

nfity Units Total Price
Trade: 17 Drywall & Plaster
5270 DRYWALL—1/2" 705.00 &F
Hang, tape and 3 coat finish 1/2" drywall. Apply a 3/8" bead of
low VOC drywall adhesive to each framing member and install
using drywall screws min. 1 5/8 long, B"on center. Run boards
with long dimension perpendicular to framing members. Sand
ready for paint.
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM
Tape, float, sand, texture, prime and top coat trim, ceiling, walls,
doors & windows with owner's choice of paint color. Include any
closets.
Trade: 20 Floor Coverings
5922 UNDERLAYMENT & LINOLEUM SHEET GOODS 240,00 SF
Install 1/4" underlayment grade plywood using 1 5/8" corrugated
nails, 4.6" on center allowing a 1/4" gap at wall. Fill seams with
a manufacturer approved filler, Install linoleumn sheet goods,
per manufacturer's most current recornmendations. Owner's
choice of color.
5945 VINYL BASE 856.00 IF
Apply 4" high, .08Q gauge vinyl top set, cove base molding with
matching end stops and preformed comer units using a low
VOC adhesive.
Trade: 23 Electric
7565 INSTALL RECEPTACLE-15 AMP 400 EA
Install an ivory, duplex, 15 amp receptacle and ivory cover plate
at least 15" above fioor level using copper 14-2 non-metallic
(NM) cable.
7710 3-WAY SWITCHES 1.00 EA

Install two, 3-way ivary switches with ivary cover plates at
opposite sides of room at strike side of door to control fixture,




Spec# Spes Quantity Units UnitPrice  Total Price
Trade: 23 Electric

no more than 48" above the floor, using copper 14-2 NM cable.

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

8010 CEILING FAN 1.00 EA
Install a pull chain operated, 54" ceiling fan directly to framing or
hung on a manufaciurer's recommended metal brace. Owner's
choice of anfigue or polished brass finish.

8050 CABLE TV OUTLET 1.08 EA

Install a surface mounied, neatly stapled, coaxiai cable and
outlet to connector for TV system.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
Custom ROUGH FRAMING 1.00 EA
Demolish existing roof, and install new ceiling joists from living
room wall to Dining Room/Kitchen Wall at 24" on center. Install
bracing as required thru southern building code.
Trade: 17 Drywall & Plaster
5270 DRYWALL—1/2" 612.00 SF
Hang, tape and 3 coat finish 1/2" drywall. Apply a 3/8" bead of
low VOC drywail adhesive to each framing member and install
using drywall screws min. 1 5/8 long, 8"on center. Run boards
with long dimension perpendicular te framing members. Sand
ready for paint.
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM
Hang tape, float, sand, and texture.Prime and top coat trim,
ceiling, walls, doors & windows with owner's cholce of premixed
acrylic latex. Include any closets,
Trade; 20 Floor Coverings
5922 UNDERLAYMENT & LINOLEUM SHEET GOODS 180.00 SF

Install 1/4" underlayment grade masonite using 1 5/8"
corrugated nails or cement coated nails, or narrow crown
staples, 4.6" on center allowing a 1/4" gap at wall. Fill seams
with a manufacturer approved filler. Install linoleum shest
goods, per manufacturer's most current recommendations.
Owner's choice of color.




Total Price

Spec#  Spec Quantity Units  Unit Price
Trade: 20 Floor Coverings
5945 VINYL BASE 4800 LF
Apply 4" high, .080 gauge viny! top set, cove base maiding with
matching end stops and preformed corner units using a low
VOC adhesive.
Trade: 23 Electric
7565 INSTALL RECEPTACLE-15 AMP 400 EA
install an ivory, duplex, 15 amp receptacle and ivary cover plate
at least 15" above floor level using copper 14-2 non-metallic
(NM) cable. Fish wire and repair all tear out.
7690 INSTALL LIGHT SWITCH 200 EA
Install a single pole, ivory switch and ivary cover plate using NM
cable to confroi fixiure no more than 48" above floor height, Fish
wire and repair all tear out,
7740 LIGHT FIXTURE AND SWITCH 1.00 EA

Spec #

Install a ceiling mounted, UL approved, 2 bulb light fixture ($20
material allowance) controlied by an Ivary switch with a ivory
cover located at the strike side of the door.

Spec

Location Total:

Units  Unit Price

Trade:

10

Carpentry

3717

3727

3747

CABINET - WOOD BASE

Remove & dispose off site all exisling cabinets, counters,
ledgers, etc. Install base cabinets constructed of particle board
face-frames, doors and draw fronts, Drawer boxes shall be
particle board. Carcasses will be joined using metal or plastic

comer bracing. All particleboard and MDE components must be
sealed with a low-VOC sealant. Owner wiil choose styie & finish

from those available in line proposed by contractor.

CABINET - WOOD WALL

Rermove & dispose off site all existing upper cabinets, caunters,
ledgers, etc. NOTE: Upper cabinets wilf be 36" with a timmed
drywall or plywood soffit, Install upper cabinets constructed of
particie board face-frames and doors with finger grooves.
Carcasses will be joined using metal or plastic corner bracing.
All exposed edges must be sealed with a low-VOC sealant.
Owner wili choose style & finish from those available in fine
proposed by contractor,

REPLACE COUNTER TOP~-PLASTIC LANMINATE

Dispose of existing counter top. Field measure for sizing. Al
particieboard and MDF components edges must be sealed with
a low-VOC sealant. Screw to base cabinet a square edged
plastic laminate counter top. Provide end-caps and cutout for

Quantity Total Price
8.00 LF
800 LF
500 LF




Spec#

Spec Quantity Units

Unit Price

Total Price

Trade:

10

Carpentry

Trade:

16

sink. Caulk countertop to adjoining walls with low VOC caulking
to match wall color. Owner's choice of in-stock color and
{exture.

Conservation

4805

Trade:

17

INSULATE WALL-R-13 KRAFT FACED BATT 104.00
After air sealing (Spec # 16-4903) install 3-1/2" thick, R-13, kraft
paper faced fiberglass roll insulation befween studs per
manufacturer's specifications, carefully fit around all mechanical
and structural components so that there are no gaps, the batls
not compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify Owner when the
installation is ready for inspection. The inspection will include
spot checks for quality, puiling some of the facing away from the
studs. The contractor will reinstzll areas accessed for
inspection. Insulation must be inspected before the wall finish is
installed.

Drywall & Plaster

SF

5270

Trade:

19

DRYWALL-1/2" 585.00
Hang, tape and 3 coat finish 1/2" drywall, Apply 2 3/8" bead of

low VOC drywall adhesive to each framing member and install

using drywsll screws min. 1 5/8 long, 8"on center. Run boards

with long dimension perpendicular to framing members. Sand

ready for paint.

Paint & Wallpaper

SF

5565

Trade:

20

PREP & PAINT VACANT ROOM 1.00
Hang tape, float, sand, and texture.Prime and top coat trim,

ceiling, walls, doors & windows with owner's choice of premixed

acrylic latex. Include any closets.

Floor Coverings

RM

5930

5945

Trade:

23

UNDERLAYMENT AND VINYL SHEET GOODS 169.00
install 1/4" underlayment grade masonite using 1 5/8", 4.6" on

center allowing a 1/4" gap at wall. Fill seams with a

manufacturer approved filler. Install 070" thick, backed vinyl

sheet goods w/ minimum seams, per manufact.

recommendations. Install metal edge strips in openings.

Owner's choice of pattern and color,

VINYL BASE 40,00
Apply 4" high, .080 gauge viny! top set, cove base molding with

matching end stops and preformed corner units using a low

VOC adhesive,

Electric

SF

LF

7565

INSTALL RECEPTACLE--15 AMP 4.00

EA




Spec #

Spec

Quantity

Units  Unit Price

Total Price

Trade:

23

Electric

7595

7680

7750

7835

Install an ivory, duplex, 15 amp receptacle and ivory cover plate
at [east 15" above floor level using copper 14-2 non-tmetallic

(NM) cable.

RECEPTACLE--GFCI COUNTERTOP 15 ANIP

Install a flush mounted, ground fault circult interrupted, ivory,
duplex receptacie and ivary cover plate using #14 copper
non-metallic cable, controlled by a 15 amp circuit breaker. Fish
wire and repair all tear out. If mounted over a countertop install
no more than 46 inches above floor height.

INSTALL LIGHT SWITCH
Install a single pole, ivory switch and ivary cover plate using NM
cable to control fixture no more than 48" above floor height. F

FLUORESCENT LIGHT FIXTURE
Instail a 4 tube, 40 watt, surface mounted 48"x16" fluorescent
fixtura with acrylic diffuser and energy efficient ballast

RANGE HOOD EXTERIOR VENTED

Install an exterior ducted enameled range hood with integral
contrals and light capable of 100 ¢fm at 70 sones. Attach hood
to cabinet with serews. Include metal vent and roof or wall
cap/damper assembly, using #14 copper Romex. Owner's
choice of color.

2.00

1.00

1.00

1.00

L.ocation Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
3345 DOOR-FLUSH INT, HOLLOW CORE 1.00 EA
Install flush, hollow core, masonite door on existing jamb.
Include privacy lockset and 2 butt hinges.
Trade: 17 Drywall & Plaster
5245 PDRYWALL- WATER RESIST 408.00 SF
Hang 1/2" water rasistant drywall over existing surface with 1
5/8" drywall nails on center and 3/8" adhesive beads 16" on
center, Butt drywall to door and window casing. Tape, 3 coat
finish, sand ready for paint.
Trade: 19 Paint & Wallpaper
5565 FREP & PAINT VACANT ROOM 1.00 RM

Tape, float, sand and texture. Prime and fop coat trim, ceiling,
walls, doors & windows with owner's choice of pramixed acrylic
latex. Include any closets.




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 20 Floor Coverings

5930 UNDERLAYMENT AND VINYL. SHEET GOODS 1.00 BF
Install 1/4" underlayment grade masonite using 1 5/8"
corrugated nails 4.8" on center allowing a 1/4" gap at wall. Fill
seams with a manufacturer approved filler. Install 070" thick,
backed vinyl sheet goods wf minimum seams, per manufact.
recommendations. Install metal edge strips in openings.
Owrner's choice of pattern and color.

5945 VINYL BASE 4500 LF
Apply 4" high, .080 gauge vinyl top set, cove base maolding with
matching end stops and preformed comer units using a low

VOC adhesive.
Trade: 22 Piumbing
7180 BATH--3/4 (COMM/LAVISHOWER) 1.00 EA

Rough in, supply white fixtures and trim out a white, close
coupled commode, 24" vanily with top, and a fiberglass shower.
Rough in with PVC waste and vent and copper supply. Install
metal single lever faucets on lavatory and shower with, chromed
5- piece accessory set, & metal medicine cabinet.

Trade: 23 Electric

7590 RECEPTACLE--GFCI BATH 1.00 EA
Install a fiush mounted, ground fault circult interrupted vory
duplex receptacle with ivory cover plate adjacent to lavatory
using copper non-metallic cable. Fish wire and repair all tear

out.

7735 LIGHT FIXTURE GLOBE 1.00 EA
Install a glass light fixture globe on ceiling fixture.

7761 2 BULB BATH VANITY FIXTURE 1.00 EA

Install &, over vanity light fixture using base lamps installed
above the sink. Include single pole switch.

7820 BATH VENT FAN 1.00 EA
Install a ceiling or through-the-wall, exterior ducted, vent fan
with light, damper, and faceplate capable of 50CFM at 60
sones. Include; power and switch wiring using #14 copper
Romex.

Location Total:

Trade: 10 Carpentry

3345 DOOR--FLUSH INT, HOLLOW CORE 1.00 EA

Install flush, hollow core, masonite door on existing jamb.
Include privacy lockset and 2 butt hinges.




Spec Quantity Units

Unit Price

Total Price

Carpentry

4010

4015

Trade:

17

DOOR--WOOD BIFOL.D 1.00

Hang a fiush, hollow core, wood bifold door including overhead
track, all hardware and casing on one side, plumb and centered
within the opening.

CLOSET POLE 1.00
Field measure and install 1-1/2" diameter wood closet pole and
sockets.

CLOSET SHELF 6.00
Instail 1"x 12" cioset shelf of #2 grade pine or B/C plywood, from

wall to wall, supported on three sides by hook strip. If more

than 4' span, use center support bracket. If plywoad, fill ail

eracks, holes and front edge cuts with puity, and sand smoath.

Drywali & Plaster

LF

5270

Trade:

20

DRYWALL--1/2" 528.00
Hang, tape and 3 coat finish 1/2" drywall. Apply a 3/8" bead of

low VOC drywall adhesive to each framing member and install

using drywall screws min. 1 5/8 long, 8"on center. Run boards

with long dimension perpendicular to framing members. Sand

ready for paint,

Floor Coverings

SF

5922

5845

Trade:

23

UNDERLAYMENT & LINOLEUM SHEET GOODS 144.00
Install 1/4" underlayment grade masonite using 1 5/8"

corrugated nails, 4.6" on center allowing a 1/4" gap at wall. Fil

seams with a manufacturer approved filier. install linoleum

sheet goods, per manufacturer's mest current

recommendations. Owner's choice of color.

VINYL BASE 4B.00
Apply 4" high, .080 gauge viny! top set, cove base molding with

matching end stops and preformed comer units using a low

VOC adhesive. Include closets

Electric

SF

LF

7565

7690

7805

INSTALL RECEPTACLE--15 AMP 4.00
Install an ivory, duplex, 15 amp receptacle and ivary cover plate

at least 15" above floor level using copper 12-3 non-metalic

{NM) cable., Fish wire and repair alt tear out.

INSTALL LIGHT SWITCH 1.00
Install a single pole, ivary switch and ivory cover plate using NM

cable to contral fixture no more than 48" above floor height. Fish

wire and repair all tear out.

SMOKE DETECTOR--BATTERY POWERED 1.00
Install 2 UL approved, celling mounted, battery powered smoke
and fire detector and battery.




Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 23 Electric

Location Total:

Quantity Units UnitPrice  Total Price

Carpentry

DOOR~FLUSH INT, HOLLOW CORE 1.00 EA
Install flush, hallow core, masonite door an existing jamb.
Include privacy lockset and 2 butt hinges.

3375 DOOR~WOOD BIFOLD 100 EA

Hang a flush, hollow core, wood bifold door including overhead
track, all hardware and casing on one side, plumb and centered
within the opening.

4010 CL.OSET POLE 1.00 EA
Field measure and install 1-1/2" diameter wood closet pole and
sockets.

4015 CLOSET SHELF 6.00 LF

Install 1"x 12" closet shelf of #2 grade pine or B/C plywood, from
wal! fo wall, supported on three sides by hook strip. If more
than 4' span, use center support bracket. If plywood, fill ali
cracks, holes and front edge cuts with putty, and sand smooth.

Trade: 17 Drywall & Plaster

5270 DRYWALL-1/2" 528.00 SF
Hang, tape and 3 coat finish 1/2" drywall. Apply a 3/8" bead of
tow VOC drywall adhesive to each framing member and Install
using drywall screws min. 1 5/8 long, 8"on center, Run boards
with long dimension perpendicular to framing members. Sand

ready for paint.
Trade: 20 Floor Coverings
5922 UNDERLAYMENT & LINOLEUM SHEET GOODS 14400 SF

Instail 1/4" underlayment grade masonite using 1 5/8"
corrugated nails, 4.6" on center allowing & 1/4" gap at wall. Fili
seams with a manufacturer approved filler. Install linoleum
shaet goods, per manufacturer's most current
recommendations. Owner's cholee of color.

5945 VINYL BASE 48.00 LF
Apply 4" high, .080 gauge viny! top set, cove base molding with
matching end stops and preformed corner units using a low
VOC adhesive. Include closets

Trade: 23 Electric

7565 INSTALL RECEPTACLE-15 AMP EA




it

Total Price

Spec Quantity Units  Unit Price

Spec #

Trade; 23 Efectric

Instalt an ivory, duplex, 15 amp receptacle and ivory cover plate
at least 15" above fioor level using copper 12-3 non-metallic
(NM) cable. Fish wire and repair all tear out,

7690 INSTALL LIGHT SWITCH 1.00 EA
Install a single pole, ivory switch and ivory cover plate using NM
cable to control fixture no more than 48" ahove floor height. Figh
wire and repair all tear out,

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA
Install a UL approved, celling mounted, battery powerad smoke
and fire detector and baftery,

Location Total:

T S e

Spac

Quantity Units Unit Price  Total Price

Spec #

Trade: 10 Carpentry _
3345 DOOR--FLUSH INT, HGLLOW CORE 1.00 EA

install flush, hollow core, masonite door on existing jamb.
Include privacy lockset and 2 butt hinges,

3375 DOOR--WOOD BIFOLD 1.00 EA
Hang a flush, hollow core, wood bifald daor including overhead
track, all hardware and casing on one side, plumb and centered
within the opening.

4010 CLOSET POLE 1.00 EA
Field measure and install 1-1/2" diameter woad closet pole and
sockets,

4015 CLOSET SHELF 6.00 LF

Install 1"x 12" closet shelf of #2 grade pine or B/C plywood, from
wall to wall, supported on three sides by hook strip. If more
than 4' span, use center support bracket. If plywood, fill al
cracks, holes and front edge cuts with putty, and sand smooih.

Trade: 17 Drywall & Plaster

5270 DRYWALL--1/2" 528.00 5F
Hang, tape and 3 coat finish 1/2" drywall. Apply 2 3/8" bead of
low VOC drywall adhesive to each framing member and install
using drywali screws min. 1 5/8 long, 8"on center. Run boards
with long dimension perpendicular to framing members. Sand
ready for paint.

Trade: 20 Floor Coverings

5922 UNDERLAYMENT & LINOLEUNM SHEET GOoDs 144.00 SF

Install 1/4" underlayment grade masonite using 1 5/8"
corrugated nails, 4.6" on center allowing a 1/4" gap at wall. Fill




Spec #

Spec Quantity Units UnitPrice  Total Price

Trade: 20

Floor Coverings

5945

Trade: 23

seams with a manufacturer approved filler. Install [inoleum
sheat goods, per manufacturer's most current
recammendations. Owner's choice of color.

VINYL BASE 48.00 LF
Apply 4" high, .080 gauge vinyl top set, cove base molding with

matching end stops and preformed corner units using a low

VOC adhesive. Include closets

Electric

7565

7690

7805

INSTALL RECEPTACLE--15 AMP 400 EA

Install an ivory, duplex, 15 amp receptacle and ivory cover plate
at least 15" ahove floor level using copper 12-3 non-metailic
(NM) cable. Fish wire and repair all tear out.

INSTALL LIGHT SWITCH 1.00 EA
Install a single pole, ivory switch and ivory cover plate using NM

cable to control fixture no more than 48" above floor height. Fish

wire and repair all tear out,

SMOKE DETECTOR--BATTERY POWERED 1.00 FEA

Install 2 UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 17 Drywall & Plaster
5270 DRYWALL-—12" 228.00 SF
Hang, tape and 3 coat finish 1/2" drywall. Apply a 3/8" bead of
law VOC drywall adhesive to each framing member and install
using drywali screws min. 1 5/8 long, 8"on center, Run hoards
with long dimension perpendicular to framing members. Sand
ready for paint.
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM
Tape, Float, Sand, Texture prime and top coat trim, cefling,
walls, doors & windows with owner's choice of premixed acrylic
iatex. Include any closets.
Trade: 20 Floor Coverings
5922 UNDERLAYMENT & LINOLEUM SHEET GOODS 36.00 SF

Install 1/4" underlayment grade masonite using { 5/8"
corrugated nails, 4.5" on canter allowing a 1/4" gap at walil. Fill
seams with a manufacturer approved filler. Install linoleumn




Spec Quantity

Spec # Units UnitPrice  Total Price
Trade: 20 Floor Coverings
sheet goods, per manufacturar's most current
recommendations. Owner's chaoice of color.
5948 VINYL BASE 2500 LF
Apply 4" high, .080 gauge viny! top set, cove base molding with
matching end stops and preformed carner units using a low
VOC adhesive.
Trade: 23 Electric
7715 FIXTURE AND 3-WAY SWITCHES--ENERGY STAR 1 LAMP 1.00 EA

install a flush mounted ceiling light fixture using a single base
lamp Install a pair of ivory 3-way switches with ivory cover
plates mounted at the strike side of the doors,| no more than 48"
above the floar.

Location Total;

Spec Quantity Units  Unit Price

Total Price

Carpentry

Trade:

16

ATTIC ACCESS 1.00
Cut and frame an attic access hatch entry with a clear opening
of at least 24"x24" Sheath the sides of the entry opening with
1/2" plywaoed to maintain a dam capable of holding back 12" of
blown-in insulation. Make a hatch door of 1/2" plyweod and
attach 6" of foil faced polyiscocyanurate foam board with the
edges of the foam board sealed with aluminum foll tape. Trim
the opening with casing ta match room using the casing to
create a lip to support the hatch door. Caulk all seams in the
assembly with fow VOC caulk. Weatherstrip with adhesive
faced foam weatherstripping tape on the top edge of the casing
that supports the doar to create an alrtight seal.

Conservation

4920

Trade:

23

INSULATE CEILING, R-30 KRAFT FACED BATT 1,204.00
After air sealing (Spec # 16-4903) install 12" thick R-30 unfaced
fiberglass batts between the ceiling joists carefully fitting the
fiberglass around obstructions such as wires, pipes ductwork
and building components to Insure a consistent and continuous
R30 rating. Siaple flanges to the interior faces of the studs.
Notify Owner when the installation is ready for inspection. The
inspection will include spot checks far quality, pulling some of
the facing away from the studs, The confractor will reinstall
areas accessed for inspection. Insulation must be inspected
before the celling finish s installed.

Electric

SF




Spec Quantity Units  Unit Price

Spec # Total Price
Trade: 23 Electric
7727 LIGHT FIXTURE--PULL CHAIN 1.00 EA

Install a porcelain pult chain lamp fixture with a lamp on an
approved electrcal box.

Location Total:

T T s s e e
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Unit Total for 133 E Ozuna Road, Unit Unit 01:
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Address Grand Total for 133 E Ozuna Road:

Bidder:




SPECS BY LOCATION/TRADE 311412014

Pre-Bid Site Visit: Cass Number:
Bidding Open Date: Project Manager:
Bidding Close Date: Phone:

Initial:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 1 General Requirements
10 OWNER ACCEPTS SCOPE OF WORK 1.0 DU

The undersigned applicant(s) certifies that he/she has
participated in the development of this Work Write Up (WWU)
with the "Date inspected” date of & referred fo as
Exhibit 1. After careful review the applicant understands &
accepts the work described & has initialed & dated each page of

this WWU.
X X
Applicant Date - Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that he/she has carefully
reviewed & agrees to perform the work described in this Work
Write Up (WWU) with the "Date Inspected" date of

& referred to as Exhibit 1. The contractor shall
initial & date each page of the WWU.
X

Contractor Date

K| CONSTRUCTION DEFINITIONS 1.00 GR
"Install” means to purchase, set up, test and warrant a new
component " Replace" means to remove and dispose of
original material, purchase new materlal, deliver, install, test and
warrant. "Repair" means to return a building component to like
new condition through repiacement, adjustment and recoating
of parts. "Reinstall" means to remove, clean, store and install a
component,

35 VERIFY QUANTITIES/IMEASUREMENTS 1.00 GR
All Quantities stated in the attached specifications for this
address using Units of Measure other than Each (EA), Room
(RM) or Dwelling Unit {DU) (e.g. SF of Drywall) are for the
contractor's convenlenca and must be verified by the contractor
at a mandatory site inspection prior o bid submission, All
quantities stated in the Units of Measure Each (EA), Room
(RM) or Dwelling Unit (DU) are as stated. Discrepancies in
Quantities found by the confractor must be cormmunicated to
the Housing Rehabilitation Specialist prior to the submission of
a bid. Claims for additional funds due to discrepancies in
Quantities shail not be honored if submitted after the bid
submission.

45 CONTRACTOR PRE-BID SITE VISIT 1.00 bu
The contractor must inspect the property. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and is canversant with the requirements of the local
jurisdiction.
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Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements

55 WORK TIMES 1.00 GR
Contractors and their Subcontractors shall schedule warking
hours between 8:00am and 6:00pm Monday through Friday.
Requests to work on weekends and before or after these hours
must be approved by the hameowner.

77 NEW MATERIALS REQUIRED 1.00 GR
All materials used in connection with this work write-up are to be
new, of first quality and without defects - unless stated
otherwise or pre-approved by Owner and Construction
Specialist,

78 WORKMANSHIP STANDARDS 1.00 GR
All work shall be performed by mechanics both licensed and
skilled in their particular trade as well as the tasks assigned to
them. Workers shall protect all surfaces as long as required to
eliminate damage.

85 CLOSE-IN INSPECTIONS REQUIRED 1.00 GR
Call the agency for inspection of all wark that will be concealed
from view before it is closed in. This type of Inspection
frequently includes, but is not limited to footings, roof sheathing
& flashing prior to installation of new felt & shingies, and
repaired framing & decking prior to instaliation of underlayment
& floor coverings, prior to insulation and prior fo drywall.

80 1 YEAR GENERAL WARRANTY 1.000 DU
Contractor shall remedy any defect due to faulty material or
workmanship and pay for all damage fo other work resutting
therefrom, which appear within one year from final payment.
Further, contractor shall furnish owner with all manufacturers
and suppliers' written warranties covering items furnished under
this contract prior to release of the final payment,

85 PORTABLE TOILET 1.0¢ MO
Provide temporary toilet facilities from Job start until approval of
permanent faclliies.

120 FINAL CLEAN 1.00 DU
Remove from site all construction materials, tools and debris.
Sweep clean all exterior work areas. Vacuum all interior wark
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

Trade; 5 Demolition & Disposal

800 DUMPSTER-20 CUBIC YARDS 1.00 EA
After procuring all required permits, place a 20 cubic yard,
roll-off dumpster without damaging the site. Collect
construction debris using dust control methods.

Trade: 16 Conservation

4903 AIR-SEAL BUILDING ENVELOPE 1.00 DU
Seal all accessible cracks, gaps and holes in the building




Quantity Units  Unit Price

Total Price

Conservation

Trade;

23

envelope with low VOG caulk (If less than 1/4") or expanding
foam (if greater than 1/4"). Seal all top plate and botiom plate
penetrations. If the foundation masonry wali is open core
conicrete black, seal the tops of the block with expanding foam.

Seal all penetrations created by plumbing,

gas lines, electrical

boxes and outlets. Seal accessible gaps between the structure

and window and door units with low expan
to seal all joints without excess sealant. 3
bullding envelope adjacent to flues with ca
metal collars that are securely fastened to

sive foam. Take care
eal any gaps in the
refully cut to fit sheet
framing sealing all

seams and gaps with fire rated caulk. Remove any recessed
light fixtures in insulated ceilings and seal the resufting opening.
Seal any entries to attic Space using weather stripping on attic
doors or hatches, Ajr sealing must be completed prior to the

Instaltation of insulation.

Electric

7430

CERTIFY ELECTRIC DISTRIBUTION

Electrician shall inspect all exposed wiring, motors, fixtures and

devices for malfunction, shorts and housin

g code compliance.

Non-functioning and dangerous equipment and wiring shall be
replaced with Romex wire, ivory devices and fixtures, with $20
per fixture allowance. The service panel s
NEC Existing Structures code.

Spec

hall conform to the

1.00 Du

Location Total:

Quantity Units  Unit Price

Total Price

Trade;

1

General Requirements

NO WORK REQUIRED
This area requires na work.

Spec

1.00 EA

Location Total:

Quantity Units  Unit Price

Total Price

General Requirements

NO WORK REQUIRED
This area requires na work.

1.00 EA

Location Total:




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 10 Carpentry
2705 STUCCO--PATCH 896.00 GSF

Remove damaged stucco and wire, attach new wire to patch
area and apply scratch, brown and color coats, Feather patch
into the surrounding surface. Match existing color as closely as
possible.

Location Total:

Spec #

Trade: 1 General Requiremenis
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Spec#  Spec Quantity Units  Unit Price  Total Price

Trade: {0 Carpentry
4001 *TRIM* 80.00 LF

Instali approximately 80 I, of ceiling wood frim. Prep and paint
color to match ceiling.

Trade: 19 Paint & Wallpaper

5485 PREP & PAINT CEILING--FLAT 391.00 SF
Remove or cover hardware and accessories not ta be painted.
Scrape loose, peeling, cracked and blistered areas, Clean ail,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing with
acrylic latex. Top coat with owner's choice of Flat paint,
Replace or uncover hardware, fixtures and accessories.

Trade: 25 Appliances

8475 REFRIGERATOR--18 CF--ENERGY STAR .00 EA

Dispose of old refrigerator. Install an ENERGY STAR approved
2 door, top freezer, white, frost free refrigerator with at least
17.5 cubic faet.

Location Total:




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 10 Carpentry

4001 *TRIM** 5400 LF
Install cefling trim. Prep and paint color to match ceiling.

Trade: 19 Paint & Wallpaper

5485 PREP & PAINT CEILING--FLAT 170.00 SF
Remove or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and blistered areas, Clean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing with
acrylic latex. Top coat with fiat paint. Replace or uncover
hardware, fixtures and accessories.

Trade: 23 Electric

7805 SMOKE DETECTOR~BATTERY POWERED 1.00 EA
tnstall a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:
Spec# Spec Quantity Units UnitPrice  Tofal Price
Trade: 10 Carpentry
4001 *TRIM** 60.00 LF

Install ceiling trim. Prep and paint color fo match celling.

Trade: 19 Paint & Wallpaper

5485 PREP & PAINT CEILING~FLAT 22400 SF
Remave or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and blistered areas, Clean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime ail new materials and spot prime existing with
acrylic latex. Top coat with fiat paint. Replace or uncover
hardware, fixtures and accessories.

Trade: 20 Floor Coverings

5915 VINYL. COMPOSITION TILE 22400 SF
Install 12°x12"x1/8" viny! composition tile, per manufacturers
recommendations. Include metal edge strips at openings, and
4" vinyl base around perimeter. Owner's choice of in-stock
color,

Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA




Spec Quantity Units  Unit Price  Total Price

Spec ¥

Trade: 23 Electric

Install a UL approved, ceiling mounted, battery powered smoke
and fire delector and battery.

Location Total:

T

Unit Priece  Total Price

Quantity Units

Spec #

Spes
Trade: 10 Carpentry
4001 “TRINM™ 60.00 LF

Install ceiling wood trim. Prep and paint color to match ceiling.

Trade: 19 Paint & Wallpaper

5485 PREP & PAINT SURFACE--FLAT 22400 SF
Remove or cover hardware and accessories not to be painted,
Scrape loose, peeling, cracked and blistered areas. Clean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing with
acrylic latex. Top coat with flat paint. Replace or uncaver
hardware, fixtures and accessories,

Trade: 20 Floor Coverings

5915 VINYL COMPOSITION TILE 224.00 SF
Install 12"x12"x1/8" vinyl composition tile, per manufacturer's
recommendations. lnclude metal edge strips at openings, and
4" vinyl base around perimeter. Owner's choice of in-stock
color,

Trade: 23 Electric

7805 SMOKE DETECTOR-BATTERY POWERED 1.00 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Quantity Units  Unit Price  Total Price

Spec# Spec
Trade: 10 Carpentry
4001 *TRIM"™ 40,00 LF

Install ceiling wood trim, Prep and paint color to match ceilings.

Trade: 18 Paint & Wallpaper




TS Y

Spec# Spec Quantity Units Unit Price  Total Prige

Trade: 19 Paint & Wallpaper

5485 PREP & PAINT SURFACE-FLAT 84.00 SF
Remoave or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and blisterad areas. Clean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing with
acrylic latex. Top coat with fiat paint. Replace or uncover
hardware, fixtures and accessorfes,

Trade; 20 Floor Coverings

5915 VINYL COMPOSITION TILE 84.00 SF
Install 12"x12"%1/8" viny} composition file, per manufacturer's
recommendations. include metal edge strips at openings, 4"
viny! base around perimeter. Owner's choice of in-stock color.

Trade: 23 Eiectric

7582 GFCl RECEPTACLE 1.00 EA
Install a new ivory GFCI receptacle and required distribution
with an appropriate box and with an ivory cover plate. Patch
any tea rout.

Location Total:

Spec# Spec Quarntity Units  Unit Price Total Price
Trade: 10 Carpentry
4001 “*TRIM** 60.00 LF

Install cefiing wood trim. Prep and paint color to match ceiling.

Trade: 22 Plumbing

6901 VANITY~-30" COMPLETE 1.00  EA
Install a 30" plywood vanity; including top with backsplash, wash
bowl! and single lever brass bodied chrome faucet with a
maximum 1.5 GPM fiow rate. Inciude PVGC drain attached to a
code legal plumbing vent, use type L copper or PEX supply
piping with brass bodied stops on zll supply lines. Seal all
penetration through the floor, walls and cabinet for plumbing
connections using expanding foam or caulk and cover with
chrome eschucion plates.

Trade: 23 Electric

B137 UPDATE EXISTING ELECTRIC - BATHROOM 1.00 RM
Update the electrical fixtures in the bathroom including:
1) One 20A GFCI receptacle located near sink with 2 20 AMP
circuit installed no more than 45" from the floar.
2) An ENERGY STAR approved ceiling mounted Fan/Light




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 23 Electric

fixture, such as the NuTone QTRENOBOFLT,or a Broan
QTXEO80FLT capable of min. 80 CFM operating at 1 Sone or
less, with an integral damper, and vented to the exterior. The
fixture must accommodate 2 - GU24 fluorescent lamps. Switch
fan & iight using a single switch with a time delay for the fan
such as the EF| Fan/Light Time Delay Switch part # 5100.505
{in lvary)
http:lfwww.energyfederation.orglcunsumerldefault.php!cPath/BS
_766_134 or equipped with a humidistat sensor, Install
galvanized metal duct the same diameter as the fan outlet and
vent to the exterior ideally through a wall or gable end using a
metal hooded vent of like diameter and with damper. All duct
seams shall be sealed with duct mastic. Insulate the ductwork
with viny! or foil faced R 8 minimum duct insulation. Repair any
damage to the ceiling installation and air seal fan/light assembly
to the ceiling with fow VOC cautk and air seal fan/light assembly
to the ceiling with low VOC caulk.

3) One wall mounted chrome or nickel finish vanity light fixture
using 3 - 13 watt GU24 base bulbs such as the Parifolio Model
# 26534 or the Efficient Lighting 3 lamp fixture model #
EL-210-03-318 installed above the sink.

Location Total:

Unit Price  Total Price

B

Spec# Spec Quantity Units

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA
This area requires no work.

Location Tofal:

e e e o et

Unit Total for 127 W Ranch Road, Unit Unit 01:
Address Grand Total for 127 W Ranch Road:

Bidder:




SPECS BY LOCATION/TRADE 3114/2014

Pre-Bid Sife Visit: Case Number:
Bidding Open Date: Project Manager: Amoldo Cervantes
Bidding Close Date: Phone; 956-728-1481

Initial:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
10 OWNER ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned applicant(s) certifies that he/she has
participated In the development of this Work Write Up (Wwu)
with the "Date inspacted" date of & referred to as
Exhibit 1. After careful review the applicant understands &
accepts the work described & has initialed & dated each page of

this WL,
X X
Applicant Date Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that hefshe has carefully
reviewed & agrees to perform the work described in this Work
Write Up (WWU) with the "Date Inspected” date of

& referred to as Exhibit 1. The contractor shall
initial & date each page of the WWU.
b

Contractor Date

31 CONSTRUCTION DEFINITIONS 1.00 GR
"Install" means to purchase, set up, test and warrant a new
component " Replace” means to remove and dispose of
original material, purchase new material, deliver, install, test and
warrant "Repair" means to return a building component to like
new condition through replacement, adjustment and racoating
of parts. "Reinstall” means to remove, clean, store and install a
compaonent,

35 VERIFY QUANTITIES/MEASUREMENTS 1.00 GR
All Quantities stated in the attached specifications for this
address using Units of Measure other than Each {EA), Room
(RM) or Dwelling Unit (DU) (e.g. SF of Drywall) are for the
contractor's convenience and must be verified by the contractor
at a mandatory site inspection prior to bid submission. All
quantities stated in the Units of Measure Each {EA), Room
{RM) or Dwelling Unit {(DU) are as stated. Discrepancies in
Quantities found by the contractor must be communicated to
the Housing Rehabilitation Specialist prior to the submission of
a bid. Claims for additional funds due to discrepancles in
Quantities shall not be honored if submitted after the bid
submission.

45 GONTRACTOR PRE-BID SITE VISIT 1.00 DU
The contractor must inspect the property. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and is conversant with the requirements of the local
Jurisdiction.




Spec

Quantity Units

Unit Price

(General Requirements

77

78

85

90

95

120

Trade:

5

WORK TIMES

Contractors and their Subcontractors shall schedule working
hours between 8:00am and 8:00pm Monday through Friday.
Requests to work on weekends and before or after these hours
must be approved by the homeowner.

NEW MATERIALS REQUIRED

All materials used in connection with this work write-up are to be
new, of first quality and without defacts - unless stated
otherwise or pre-approved by Owner and Construction
Specialist.

WORKMANSHIP STANDARDS

Ali work shall be performed by mechanics both licensed and
skilled in their particular trade as well as the tasks assigned to
them. Workers shall protect all surfaces as long as required to
eliminate damage.

CLOSE-IN INSPECTIONS REQUIRED

Call the agency for inspection of all work that will be concealed
fram view before it is closed in. This type of inspection
frequently includes, but is not limited to footings, roof sheathing
& flashing prior to installation of new felt & shingles, and
repaired framing & decking prior to installation of underlayment
& floor coverings, prior to Insulation and prior to drywall.

1 YEAR GENERAL WARRANTY

Contractor shall remedy any defect due to faulty material or
workmanship and pay for all damage to other work resulting
therefrom, which appear within one year from final payment.
Further, contractor shall furnish owner with all manufacturers'
and suppliers' written warrantles covering items furnished under
this contract prior to release of the final payment.

PORTABLE TOILET
Provide temporary tollet facilities from job start until approval of
permanent facilities.

FINAL CLEAN

Remove from site all construction materials, tools and debris.
Sweep clean all exterior work areas. Vacuum all interlor work
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

Demolition & Disposal

1.00

1.00

1.00

1.00

1.00

2.00

1.00

GR

GR

GR

GR

DU

Mo

Du

800

Trade:

16

DBUMPSTER--20 CUBIC YARDS

After procuring all required permits, place a 20 cubic yard,
roll-off dumpster without damaging the site. Collect
construction debris using dust control methods.

Conservation

1.00

4903

AIR-SEAL BUILDING ENVELOPE
Seal all accessible cracks, gaps and holes in the building

1.00

Du




Spec# Spec Tatal Price

Trade: 16 Conservation

envelope with low VOG caulk (if less than 1/4") or expanding
foam (If greater than 1/4"). Seal all top plate and bottom plate
penetrations. If the foundation masonry wall is open core
concrete block, seal the tops of the block with expanding foam.
Seal all penetrations created by plumbing, gas lines, electrical
boxes and outlets. Seal accessible gaps between the structure
and window and door units with low expansive foam. Take care
to seal all joints without excess sealant. Seal any gaps in the
building envelope adjacent o flues with carefully cut ta fit sheset
metal collars that are securely fastened to framing sealing all
seams and gaps with fire rated caulk. Remove any recessed
light fixtures in insulated ceilings and seal the resuiting opening.
Seal any entries to attic space using weather stripping on attic
doors or hatches. Air sealing must be completed prior to the
installation of insulation.

Trade: 23 Electric

7430 CERTFY ELECTRIC DISTRIBUTION 1.00 DU
Electrician shall inspect all exposed wiring, motors, fixtures and
devices for malfunction, shorts and housing code compliance.
Non-functioning and dangerous equipment and wiring shall be
replaced with Romex wire, ivory devices and fixtures, with $20
per fixture allowance. The service panel shall conform to the
NEC Existing Structures code.

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 10 Carpentry
2530 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA

Remove window to code legal dump. Field measure, fabricate
and install a white, single hung, one-over-one, double glazed,
thermal break, enameled aluminum replacement window
including all necessary panning, caulk, trim and screen.

Location Total:

ay1n

Spec#  Spec Quantity Units UnitPrice  Tofal Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

l.ocation Total:




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 23 Electric

7425 ELECTRIC PANEL--RELOCATE 1.00 EA

Relocate panel as indicated on plans. Include all required
materials to meet National Electric Code.

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

l.ocation Total:

Spec Quantity Units Unift Price  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Spec# Spec Quantity Units UnitPrice Total Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work,

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price

Trade: 1 General Reguirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:




Quantity Units Unit Price  Total Price

Spec# Spec

Trade: 1 General Requirements
3 NOC WORK REQUIRED 1.00 EA

This area requires no work,

L.ocation Total:

Quantity Units UnitPrice  Total Price

Spec# Spec
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Spec Total Price

Trade: 1 General Requirements

3 NO WORK REQUIRED 100 EA
This area requires no work.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no wark,

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
2330 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA

Remove window to code legal dump. Field measure, fabricate
and install a white, single hung, one-over-one, double glazed,
thermal break, enameled aluminum replacement window
Including all necessary panning, caulk, trim and screen.




Unit Price

Quantity Units

Total Price
Trade: 10 Carpentry
Custom FASCIA BACKER 2X6 187.00 LF
Pravide and install 2x6 fascia backer throughout entire roof
perimeter.
Custom 1x2 DRIP MOLDING WITH METAL EAVE STRIPC 187.00 LF

Provide and install 1x2 drip metal eave strips.

Trade: 15 Roofing

4440 FRAME ROOF--PITCHED 1,400.00 SF
Remove existing Frame roof structure to match existing pitch
construct with 2x6 rafters sized to local code,

4592 CORRUGATED METAL ROOF/SIDING 15.00 8Q
Run 2"x4" nailers perpendicuiar to joists/ studs at 2' 0.c. Use
CCA treated lumber at roof perimeter. Run 27-3/4" wide 28
gauge galvanized corrugated steal panels perpendicular to
nailers wf24" max. exposure. Fasten panels at nailers w/
neoprene washed nails or self tapping screws 8" 0.c. max. Seal
open ends w/carrugated filler strips. Trim open sides @ gable
w/ companion drip caps on roofs and o.s, torner ot wails.

4755 FASCIA "X 8" 187.00 LF
Install a 1"x 6", #2 pine fascia with bevei cut joints using
galvanized finish nails. Caulk over joints, and prime.

Location Total;

Spec# Spec Quantity Units Unit Price  Total Price

Trade: 23 Electric
7805 SMOKE DETECTOR~BATTERY POWERED 100 EA

Install a UL approved, ceiling maunted, battary powered smoke
and fire detector and battery.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA
This room has been inspected and requires no wark.

Location Total:




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 23 Electric

7595 RECEPTACLE-GFCI COUNTERTOP 15 AMP 8.00 EA
Install a flush mounted, ground fauit clrcult inferrupted, ivory,
duplex receptacle and ivary cover plate using #14 copper
non-metallic cable, contrafled by a 15 amp circuit breaker. Fish
wire and repair all tear out. If mounted over a countertop install
no maore than 46 inches above floor height.

Location Toftal:

Spec# Spec Quantity Units UnitPrice  Total Price

Trade; 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

2ENgAC
Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 23 Electric
7805 SMOKE DETECTOR~-BATTERY POWERED 1.00 EA

Install 2 UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

L.ocation Total:

Total Price

Unit Price

Spec# Spec Quantity Units
Trade: 23 Electric
7565 INSTALL RECEPTACLE--15 AMP 200 EA

Install an ivory, duplex, 15 amp receptacle and ivary cover plate
at least 15" above floor level using copper 12-3 non-metallic
{NM) cabte. Fish wire and repair all tear out.

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:




Spec # Total Price
Trade: 23 Electri
7590 RECEPTACLE--GFCI BATH 1.00
Install a flush mounted, ground fauit cireuit intarrupted ivory
duplex receptacie with ivory cover plate adjacent to lavatory
using copper non-metallic cable. Fish wire and repair afl tear
out.
7735 LIGHT FIXTURE GLOBE 1.00
install a glass light fixture globe on wall fixture,
7820 BATH VENT FAN 1.00

Install a ceiling or through-the-wall, exterior ducied, vent fan
with damper, and chrome faceplate capable of B0CFM at 60
sones. Include; power and switch wiring using #14 copper
Romex. Repair any tear out.

Address Grand Total for 122 W Alvarado Road:

Bidder:

Spec Quantity Units  Unit Price

Location Total;

e e e e s
TSttty = Ty

Unit Total for 122 W Alvarado Road, Unit Unit 01:




